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HT540 Slide Scanner

The HT540 sets new expectations for throughput with its
revolutionary patented starwheel technology, a parallelized
architecture designed to accelerate your workflow while delivering
uncompromising image quality, ease of use, and robustness.

HELRON

360 slides/hour

For research use only. Coming soon.
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The Huron Difference:
Your Digital Pathology Partner

Huron Technologies is shaping the future
of digital pathology with a scalable, end-to-
end platform designed to support the entire
pathology workflow. Our interoperable
solutions connect high-throughput slide
scanning, image management, and analysis
to help laboratories move efficiently from
glass slide to actionable insight.

At the core of our platform are high-
throughput scanners integrated with
SlideVault™, our secure web-based image
management system, along with a growing
portfolio of Al-driven tools that accelerate
analysis and streamline workflows. Together,
these technologies enable teams to
capture, manage, analyze, and share digital
pathology data with speed, precision, and
confidence.

We work closely with customers to deliver
solutions that integrate smoothly into
existing laboratory environments, helping
organizations scale digital pathology while
improving efficiency and collaboration

across the workflow.

Technical specifications

Throughput 360 slides/hour’
Scan speed <85¢'

Time to view Immediate
Continuous load | Yes

Capacity

540 - 25 mm x 75 mm (1" x 3")
180 - 50 mm x 75 mm (2" x 3")

Slide cartridge

Standard 20 slide or 30 slide cassette

Imaging modes

Brightfield
Polarization

Objectives
(up to 3 supported)

Default: 20x/0.75 NA
Optional: 40x/0.95 NA
10x/0.45 NA

Pixel resolution/
Magnification

0.25 pm/px 40x @ 0.75 NA
0.125 pm/px 80x @ 0.95 NA
1.0 pm/px 10x @ 0.45 NA

Z-stack

Up to 99 slices, with 0.1 pm minimum
interval

Barcode reader

SlideAware™ technology provides
immediate, real-time tracking, so
users always know which slides are in
the scanner

Non-proprietary TIFF and DICOM file

File format formats supported
91.2 cm (35.9") Depth
Dimensions 71.1 cm (28") Width
86.6 cm (34.1") Height
Weight ~136 kg (~300 Ibs)
Warranty 1 year

"15mm x 15mm @ 40X magpnification

Contact us today.

sales@hurondigitalpathology.com
www.hurontechnologies.com

1620 King St. North
St. Jacobs, ON NOB 2NO0 Canada

T 519.886.9013
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Book a demo:




